
 

POWER GENERATION USING MHD - PMG 

 

An example implementation for ǇƻǿŜǊ ƎŜƴŜǊŀǘƛƻƴ ǿƻǳƭŘ Ŏƻƴǎƛǎǘ ƻŦ ŀ ǇƛǇŜ ƻǊ ǘǳōŜ όάplasma tubeέύ ƻŦ ǎƻƳŜ ƴƻƴ-

conductive material. Inside the walls of this pipe an array of charged electrical contacts are installed.  

 

 

 

 

 

There are some limitations that must be met on the density and the type of field used.  When an electrically 

conductive substance flows through the tube, a change is induced in the field, which can be drawn off as 

electrical power.  

The amount of power that can be extracted in this manner is proportional to the cross sectional area of the tube 

and the speed at which the conductive substance flows. The conductive substance is also cooled and slowed in 

this process. The flow of the conductive substance must be at a right angle to the extraction field. 

In the case of the MPG cells, the respective tube, described above, called the plasma tube is connected to two 

sealed chambers (see below).  



A gas mix of pre-charged gases and nano materials, at a given design pressure, in the system are exposed to 

atomic changes due to exposure to  alpha (a), gamma (g) and beta (b) emitting radiation, and some X-ray. As in 

the case of the heat-pumps, the charges are manipulated so the electricity conductive gas mix is raised to plasma 

temperatures in one chamber and cooled down into the second chamber, so the flow is established along the 

tube that the medium gases is exposed to the magnetic field and electricity extraction electrodes. Further speed 

and inertia is given to the heated exited chamber due to internal Hall Effects.  

 

 



 

Since the process is cycled back and forth between the two chambers and along the plasma tube, the exposure of 

the electricity conductive gas medium is measured in miles per minute.  

 

 

 

 

 

 

 

 

 

 

The alpha (a)  radiation  produced  in  the system will be restricted  inside  the unit  as  alpha  rays  can be stopped 

by a simple piece of paper. Beta (b) rays will radiate around 2 inches and are contained inside the generators by 

the shear protection of the ceramic and metal walls and shield material. The gamma (g) rays and UV radiation are 

also contained inside the pumping chamber and reflected  by  the gold/silver  A/R  coating, while  the  small  

amount  of  X- rays  is insulated by thin lead or alike coating outside the immediate chambers. 

 



PUMPING UNIT 

 

 

 

The environment inside the closed system is formed of noble gases, such as argon, neon, helium, xenon, 

and/or krypton, and a percent of de-oxygenated, de-mineralized, water void of air and free hydrogen.  

 

 



OPERATION - GENERAL 

 


